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EXISTING SIGNAL/
PEDESTRIAN
SIGNAL POLE BASE

e |

T. INSTALL STOP LINES AND CROSSWALKS ACCORDING TO INTERSECTION DETAIL. ALL OTHER
PAVEMENT MARKINGS ARE FOR REFERENCE ONLY. SEE SIGNING AND MARKING PLANS FOR LOCATIONS.
2. ALL NEW EQUIRMENT SHALL BE INSTALLED AND OPERATIONAL PRIOR TO THE REMOVAL
OF ANY EXISTING EQUIPMENT.
3. PROPOSED GEOMETRICS SHALL BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.
4. ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
5. CONDUIT SHALL BE INSTALLED PRIOR TO FINAL SURFACE PAVING.
6. REVISION “C" IS A REVISION TG THE TRAFFIC CONTROL SIGNAL BUILT IN 1974 UNDER
SHA CONTRACT NO. H-700-001-485.
T. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC
AND ARE NOT TO BE CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE REPONSIBLE
FOR NOTIFYING UTILITY COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY
BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN

THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR., THE CONTRACTOR SHALL NOTIFY THE
EXISTING SIGNAL CONFIGURATION APPROPRIATE PROJECT ENGINEER IMMEDIATELY.
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Construction details

®1Install 27" steel pole with 50'/60' twin mast arm pole with vehicular and pedestrian
signal heads and signs as shown: cut mast arm to 30 feet Westbound. (Note: 1-3“ schedule
80 pvc conduit bend)

®) Instal | pedestal pole with pedestrian signal heads as shown. (Note: 1-2" schedule 80
pvc conduit bend)

© Instal | vehicular signal heads and signs on existing mast arm as shown.

@ Instal| 2" polyvinyl chloride electrical conduit-schedule 80 - trenched

©® Instal | 3" polyvinyl chloride electrical conduit schedule 80 - trenched.

@ Install 4" polyvinyl chloride electrical conduit schedule 80 - slotted.

® Instal | a handhole.

@ Instal | metal skirt below existing pole mounted cabinet.

(DUse existing steel pole and mast arms.

@Remove existing pole with twins mast arms, vehicular and pedestrian signal heads and signs.

®Remove existing pedestrian pedestal pole with pedestrian signal heads.

O Remove existing signal heads and signs.
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PROPOSED CROSS HATCHING
IS NOT SHOWN (TYP.)
ONLY STATE APPROACHES
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